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Het bedrijfsgebouw bevindt zich op een hoeklocatie op een
doorsnee-bedrijventerrein. Door de gevel van het kantoor-
deel en het bedrijfshaldeel met dezelfde geprefabriceerde,
gekleurde betonpanelen te bekleden, wordt de bij bedrijfs-
gebouwen gebruikelijke ‘kop-staart'-typologie (een luxe
kantoordeel tegen een sober bedrijfshaldeel) vermeden.
Ter plaatse van het kantoordeel worden de vierkante beton-
panelen in een dambordpatroon afgewisseld met in het viak
gedetailleerde glaspanelen. Op de grens van het kantoor
en het bedrijfshaldeel is een brede ‘binnenstraat’ met een
uitnodigende luifel uit het volume gesneden, die eindigt in
een entreepatio met aangrenzend dakterras in het hart van
het gebouw. De wanden van deze entreezone zijn bekleed
met geolied red cedar-hout.

This industrial building occupies a corner plot in a run-of-the-mill
industrial estate. In defiance of the 'head-tail’ typology usual in
such buildings (smart office section fronting a spartan warehouse),
both the office and the warehouse have been clad in the same
precast, coloured concrete panels. For the office section the
square concrete panels alternate in a chequerboard pattern with
flush-set glass panels. The boundary between the office and
warehouse is marked by a wide ‘internal street’ that begins with a
welcoming awning cut out of the volume and ends in an entrance
patio with adjacent roof terrace in the heart of the building. The
walls of this entrance zane are clad with oiled red cedar.
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